
FEATURES & BENEFITS  

Westquip is pleased to announce our newest series in remote floodlighting
for construction site and area illumination.  Designed for heavy duty and 
rough service applications, the new LED CHA4-320-GFL6025 will exceed 
performance expectations.  The long life, low maintenance requirements, 
and low cost of ownership make the CHA the only choice for your temporary 
lighting needs. 

• Designed to out-perform 1000w metal halide

• Less energy  vs. traditional 1000w metal halide 
units

• Industry leading efficiency @ Thermal Stability

• High impact resistant optics

• Instant on and full brightness

• No more lamp replacement cost

• Durable Steel and Aluminum Construction

• UV resistant powder coat paint

• Easy access to electrical components

• -40 to +40C operating ambient

  inside • Integral LED IP65 adjustable driver

• IP68 LED Modules and module connectors

• 120-277 input voltage (w/480V option)

• Easily serviceable integral driver

• Modules replaceable with quick disconnect  port banks

• Weighs less than traditional HID 1000W

• Wrap Around Yoke

Typical Applications Include: 

Construction Light Towers 

Event Lighting 

Temporary Lighting 

Rough Service Flood Lighting 

Security Lighting 

Area Site Lighting 

FLOODLIGHT 
Westquip 320 Watt 
CHA4-320-GFL6025

Color Temperature 5000K +/-300 

Color Rendering Index +70 CRI

Life@L70 72,000 Hrs. 

Housing Steel and Aluminum 

Optics Optical Grade Polycarb 

Operating Temperature -40°C to +40°C

Weight 19lbs(CHA4-G3) – 13lbs(CHA2-G3) 

Input Voltage 90-305VAC  50/60Hz

Warranty 5 Year Limited 

Certifications cULus Modules and Drivers 

Environment  IP68 Module IP65 Driver 

GEN IV 



LED Light

CHA4-320-GFL6025
47,000 Lms @ 320w

Dimensions are in mm; 17.2lbs Gross (boxed)  

Westquip 320 Watt
CHA4-320-GFL6025

Traditional 1000 Watt
Metal Halide 

22.75 Feet Forward 20 Degree Tilt Down




